
root phys_io

iodevice
name = pci

disabled = 0x0
device_type = pciex
cfg-handle = 0x780

ino-bitmap = 0xf
probe_list = 0
#msi = 0x100

msi-data-mask = 0xff
msi-eq-size = 0x80

msix-data-width = 0x20
#msi-eqs = 0x24

iodevice
device_type = pcie_switch_upstream

device-number = 0x0
function-number = 0x0

iodevice
device_type = pcie_switch_downstream

device-number = 0x1
function-number = 0x0

iodevice
device_type = pcie_switch_downstream

device-number = 0x2
function-number = 0x0

iodevice
device_type = pcie_switch_downstream

device-number = 0x3
function-number = 0x0

slot-present = 0x0
slot_name = slot_name_string

iodevice
device_type = pcie_pcix_bridge

device-number = 0x0
function-number = 0x0

iodevice
device_type = pcie_pcix_bridge

device-number = 0x0
function-number = 0x0
#interrupt-cells = 0x1

iodevice
device_type = pci_

device-number =
function-number 

mac-addresses = 0x
device_alias = 

phy_type = p

iodevice
device_type = pci_

device-number =
function-number 

mac-addresses = 0x
device_alias = 

phy_type = x

iodevice
device_type = pc
device-number =

function-number 
sas-wwid = 0x462d5

iodevice
device_type = pci_

device-number =
function-number 

interrupt-map-e
child-interrupt =

parent-interrupt =
parent_device_path 


